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Steel doors and frames that set the 
industry standard

No other manufacturer offers as robust a 

selection of steel doors and frames as 

Steelcraft. Our sole focus is on the design, 

manufacture and constant improvement of 

steel doors and frames, and it shows. 

Designed for institutional, commercial and 

industrial applications, our doors and frames 

have continuously set the industry standard 

for high performance, reliability and style. 
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n	� Beveled hinge and lock edges Tighter tolerances and opening fit with a 
3/32" gap, ensuring easier operation and eliminating binding and sticking

n	� Full height, epoxy-filled mechanical interlock edges Structural support 
and stability the full height of the door

n	� Universal hinge preparations Patented design creating fast and easy field 
conversion from the standard weight .134" to heavy weight .180" hinges

n	� True 7-gauge hinge reinforcements Strong internal support for hinges to 
keep the door from sagging during everyday use and abuse

n	� Recessed Dezigner™ glass trim Interior welds and fasteners, inset into a 
recessed perimeter channel for a clean, neat, and flush finish

n	� Screwed-in top caps Flush cap installed into top and bottom channels for 
additional protection from the elements, dirt and debris

n	� Heavy 14-gauge top and bottom channels Performance and stability for 
the top and bottom door edges

n	� Seamless edge Option creating a finished, one-piece look with clean lines

n	� Mortise lock body stabilizers Easier installation by centering the lock body 
in the door

n	� 61L cylindrical lock preparation Universal features accommodate any 
cylindrical lock in the market with a 3 7⁄16" or larger rose

n	� Structural honeycomb core design Greater structural integrity than steel 
stiffened doors while reducing overall weight, successfully tested to 
10,000,000 cycles including 21 twist tests using 300 pounds of applied 
force. Optional cores for better insulating value include polystyrene, 
polyurethane, steel stiffened with fiberglass batting, and temperature rise 
mineral fiber board.

n	� Factory applied baked-on rust inhibiting primer Provides the best 
possible protection against corrosion, abrasion and weather, and is an 
excellent base for our finish paint in standard or custom colors. In 
accordance with ANSI A250.10-1998 (R2004).

Standard door construction  
features and benefits

Doors and frames
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The only door good enough to be called Steelcraft

Recessed Dezigner™ glass trim n �Factory installed screw-in flush 
top and bottom caps

n �Optional seamless vertical edges

Universal hinge preparations with 
true 7-gauge reinforcements

Mortise lock body stabilizers

Structural honeycomb core design 

Optional cores:
n Polystyrene
n Polyurethane
n Steel stiffened - fiberglass batts
n Temp rise mineral fiber board

61L cylindrical lock universal 
features

n Beveled hinge and lock edges

�n �Full height, epoxy-filled 
mechanical interlock edges 

 �Heavy 14-gauge top and 
bottom channels 

Descriptions on page 4.
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Wood stud Steel stud

Typical wall conditions – DW and K Series
Drywall frames are designed for drywall construction using wood studs or steel studs. DW and K Series frames are 
available in 16- or 14-gauge cold-rolled, A60 galvannealed or G90 galvanized steel.

Frames
Steelcraft manufactures a wide variety of frames in jamb depths for virtually any wall condition or entryway 
requirement.

Flush frames
Flush (F, FE and FN Series) frames are designed to be installed as part of the wall framing sequence for exterior  
and interior walls of wood stud, steel stud and masonry construction. Frames are manufactured from 16-, 14- and  
12-gauge (F only) commercial-quality carbon steel in cold-rolled, A60 galvannealed and G90 galvanized steel. Flush 
frame corners in 16 and 14 gauge may lock together by bending over four integral tabs, and may also be welded and 
ground smooth.

Multiple use frames
Multiple use (MU Series) frames have a jamb profile similar to drywall frames but are designed to be installed as part  
of the wall framing sequence. MU Series frames are available in 16- or 14-gauge cold-rolled, A60 galvannealed or G90 
galvanized steel.

Drywall frames
Drywall (DW and K Series) frames are designed to be installed in rough openings after the wall is constructed. They can 
be installed in minutes and can be relocated without damage to the frame. Drywall frame corners lock together once 
the frame is assembled. The tab design prohibits the head from raising, and keeps the head and jamb members in the 
same plane.

Typical wall conditions – F and FN Series

Wood stud Wrap-around masonry Closed steel stud wall Existing wallButted masonry

Specifications
Door thickness 1 3/4"	 (45mm) 1 3/8"	 (35mm)

Standard heights 6'8"	 (2032mm) 
8'0"	 (2438mm)

7'0"	 (2134mm)  
9'0"	 (2743mm)

7'2"	 (2184mm) 
10'0"	 (3048mm)

Standard widths Increments of 2" (50mm) from 1'6" (457mm) to 8'0" (2438mm)
Custom sizes per request.
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Relative cost
F16, 1 3/4" (45mm), 3'0" (914mm) x 7'0" (2134mm), 5 3/4" (147mm) prime painted, CRS knock down frame used as base of 100.

Frame profiles

DE Series F Series FE Series MU Series DW Series

4" face head14-gauge closer  
reinforcing sleeve

High frequency  
hinge reinforcement

10-gauge high 
frequency 
reinforcement 
(F, MU, DW and 
FE Series only)

Hospital stop 

(F, FN,  
DW, and  
MU Series  
only)

Design options

Adjustable wire anchor  
for masonry

Wood stud  
anchor

Closed steel  
stud anchor

Adjustable 
base anchor

Anchors – F and FN Series

Compression 
anchor – 
DW and K Series

Optional  
security anchor

Lock in base  
anchor – DW Series

Quick and easy base  
anchor – K Series

Anchors – DW and K Series

Frames

F16-4 CRS 16-gauge, 1 3/4" KD 100 F14-4 CRS 14-gauge, 1 3/4" KD 123

F16-4 CRS 7'2" 16-gauge, 1 3/4" KD 102 F12-4 CRS 12-gauge, 1 3/4" KD 161

F16-4 Galvannealed 16-gauge, 1 3/4" KD 114 DW16-4 Drywall 16-gauge, 1 3/4" KD 102

F16-4 Label 16-gauge, 1 3/4" KD 116 MU16-4 Multi-use 16-gauge, 1 3/4" KD 102

FN16-4 CRS 16-gauge, 1 3/4" KD 100



6   •   Steelcraft   •   Architectural guide

L Series
The L Series door has a honeycomb core, beveled hinge, and lock edge with a visible 
seam on both edges. Optional cores are polystyrene or polyurethane. L Series doors 
are available in 14-, 16-, 18- and 20-gauge steel.

B Series
The B Series door has a steel-stiffened core with visible seams on the hinge and lock 
edges. 20-gauge vertical steel stiffeners are welded to the inside of one face sheet and 
bonded to the opposite face. Void areas between the stiffeners are filled with fiber bat 
insulation. B Series doors are available in 14-, 16- and 18-gauge steel.

T Series
The T Series doors are designed to meet the requirements for temperature rise 
fire-rated applications. These doors include the same construction features of the  
L Series doors, yet include a mineral board core for a 250° or 450° temperature rise 
rating. T Series doors are available in 14-, 16-, 18- and 20-gauge steel.

CE Series
CE Series are decorative doors featuring deeply embossed panels on both sides, 
creating the appearance of hand-carved doors. The door includes all construction 
features of the L Series door and is available with a variety of glass sizes. These doors 
are available in 16-, 18- and 20-gauge steel.

H Series
H Series hurricane-rated doors offer the utmost in life safety solutions. Each door, 
frame and hardware configuration offered has been tested and certified as an 
assembly to meet stringent Florida Building Code and Miami Dade standards. With this 
approach of assembly approval, Allegion offers the assurance of a turnkey solution 
that is certified as a whole, while also expediting project approval.

Paladin™ Series
The Paladin opening system is designed and tested to address the requirements of 
FEMA 361 and 320 guidelines, and those established by the Red Cross to protect the 
general public from the extreme environmental effects of tornadoes. The severe storm 
opening system is designed for commercial and residential tornado storm shelters. 

Design options

GRAINTECH™

GRAINTECH™ doors are L,T, H or CE Series doors, produced using steel sheets that 
have been embossed to create a wood grain appearance. GRAINTECH™ doors are 
fabricated from stainable steel and available with an optional factory finish in six 
standard color stains, including a factory-applied clear coat with ultraviolet (UV) 
inhibitors. GRAINTECH™ gives you the look of wood with the durability and fire-rating 
of a steel door.

Typical elevations Flush doors
Flush doors are defined as having no seams on the face, with seams permitted on the 
edges. Doors are available in commercial-quality carbon steel or A-60 galvannealed 
steel, G-90 galvanized steel and stainless steel (Type 304 and 316).

Specifications

Door thickness 1 3/4" (45mm)

Standard heights 
L and B Series

6'8"	 (2032mm) 
7'2"	 (2184mm) 
9'0"	 (2743mm)

7'0"	 (2134mm)  
8'0"	 (2438mm) 
10'0"	(3048mm)

Standard heights
CE Series

6'8"	 (2032mm) 
8'0"	 (2438mm)

7'0"	 (2134mm)  

Standard widths 
L and B Series

Increments of 2" (50mm)  
from 1'6" (457mm) to 4'0" (1219mm) 
Custom dimensions available on request

Standard widths 
CE Series

Increments of 2" (50mm) from  
2'6" (762mm) to 3'8" (1118mm)

Custom sizes per request.

E6 E8* E2 G HD2E4 TL HD2A

V

N4 N5 N3 LNL

Dutch

Dutch 
doors

Embossed panel doors

 Doors with louvers or grilles

G FG FG2 FG3F

Flush panel and glass doors

*Available in 20-gauge only.

Louver Grille
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Relative cost
L18, 1 3/4" (45mm), 3'0" (914mm) x 7'0" (2134mm) flush door used as base of 100.          

Get flexible  
performance with 
removable keyed  
mullions.

Mullions provide single door  
performance in double door openings 
with rim exit devices. Keyed 
removable mullions make removal 
faster and easier by a single operation 
of the mortise cylinder.  
The unit will self-lock  
when re-installed  
without the use of  
a cylinder key.

When ordering,  
specify KR before the  
mullion model number.
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Full glass entrance doors
Steelcraft heavy-duty A-14 Series doors provide trouble-free service and attractive styling 
for high traffic areas such as main entrances. 

A-14 Series
The A-14 Series doors are designed to meet the architectural requirements for exterior  
entrance applications. It has a honeycomb core, beveled hinge and seamless edges with  
full height, epoxy filled with interlocked edges. The A-14 Series doors are available for high  
frequency openings and entrances where large full glass lights are required.

1

1

1 1

1

1

FG FG2 FG3

L18 Flush, 18-gauge 100

L20 Flush, 20-gauge 87

LF20 Flush, 20-gauge 96

L18 Galvannealed, flush,  
18-gauge

113

L18 UL flush, 18-gauge 115

L18 Finished paint, flush,  
18-gauge

116

LF18 Full flush, 18-gauge  
(edge filled)

110

LW18 Full flush, 18-gauge  
(edge welded)

112

T18 UL temperature rise,  
18-gauge

154

L16 Flush, 16-gauge 123

LF16 Flush, 16-gauge  
(edge filled)

133

LW16 Flush, 16-gauge (edge 
welded)

139

L14 Flush, 14-gauge 148

B18 Flush, 18-gauge,  
steel stiffened 

125

B16 Flush, 16-gauge,  
steel stiffened 

149

BW16 Flush, 16-gauge,  
steel stiffened (edge welded) 

161

B14 Flush, 14-gauge,  
steel stiffened 

173

CE20 Embossed, 20-gauge 105

CE18 Embossed, 18-gauge 122

CE16 Embossed, 16-gauge 139

L16 Stainable, 16-gauge,  
factory finished

149

L18 Stainable, 18-gauge, factory 
finished

143

Specifications
Door thickness 1 3/4"	 (45mm)

Standard heights 
A-14 Series

6'8"	 (2032mm) 
7'2"	 (2184mm)

7'0"	 (2134mm)  
8'0"	 (2438mm)

Standard widths 
A-14 Series

Increments of 2" (50mm) from 1'6" (457mm)  
to 4'0" (1219mm)

Custom sizes per request.
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Multiple finishes
provide options  
for a variety  
of applications

Patented universal 
hinge preps
allow for easy field 
conversion from 
standard to heavy- 
weight hinges

Superior structural 
and insulation
qualities provide  
ultimate performance

Strength and  
durability
L, T, H and CE Series 
door construction 
provides proven 
strength and reliability

Clear coat
baked on for the  
ultimate in UV and 
graffiti resistance

Dezigner™ trim
flush lite kits, stained 
to match the door

Steelcraft’s GRAINTECH Series of stainable steel doors provides 
the beauty of wood with the features and benefits of steel. Our 
exclusive engraining and staining process simulates a wide  
variety of wood finishes, from ash to walnut, including custom  
finish matching.  

GRAINTECH doors are available in a wide variety of options 
including size, glass lite designs, gauges and hardware preps, and 
are designed for interior and exterior applications.

Unlike veneered or solid wood doors, GRAINTECH is fully 
warranted for use on exterior openings, is less susceptible to 
damage, and will never warp, crack, peel or bow. It is also 
available in CE Series panel doors, L Series flush doors, T Series 
temperature rise doors, and H Series hurricane doors. The 
GRAINTECH Series is available with a full range of positive 
pressure fire-ratings, from 20 minutes to three hours. 

CE Series GRAINTECH Doors
	 n	� Six-panel embossed design

	 n	� Available in 16-gauge heavy-duty or 18-gauge extra heavy-duty

	 n	� Available in six standard finishes, as well as custom-matched finishes

	 n	� Half-glass and top-lite available featuring Dezigner trim,  
a Steelcraft exclusive

	 n	� Polystyrene core system for structural integrity

	 n	� Fire-rated 20 minutes to three hours

L Series GRAINTECH Doors
	 n	� Laminated flush design

	 n	�� Available in 16 or 18-gauge to fit any application from standard to extra 
heavy-duty

	 n	� Available in six standard finishes, as well as custom-matched finishes

	 n	� Half-glass, narrow lite, vision lite or custom size lites featuring 
Dezigner trim, a Steelcraft exclusive

	 n	� Available with honeycomb, polystyrene or polyurethane  
insulated cores

T Series GRAINTECH Doors
	 n	� Temperature rise-rated full-flush design

	 n	� Available in 16 or 18-gauge to fit any application from standard to  
extra heavy-duty

	 n	� Available in six standard finishes as well as custom matched finishes

	 n	� Mineral board core provides a 250° or 450° temperature rise-rating

Embossed panel doors (CE Series)

Custom colors available  
for our GRAINTECH doors. 

GRAINTECH™ doors the beauty of wood, the strength of steel

E6	 HD2	 HD2A

*Available in 20-gauge only.

Glass Lite Options
Flush doors (L Series and T Series)

F	 V	 G	 FG	 N4	 N5	 N3	 LNL

Maple Oak WalnutMahogany Birch Ash
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Severe weather doors
Tough weather protection
Whether you’re in a coastal area subject to hurricane-force storms, or in one of the many areas 
across the country at risk for tornadoes, Steelcraft has a tough, dependable door system that can 
take whatever nature dishes out. Our Paladin tornado doors and H Series hurricane-rated doors are 
built to exacting standards that ensure tough protection when it’s needed most.

Standard construction

n	� A60 galvannealed steel for superior corrosion resistance on exterior openings

n	� �Full height lock-side reinforcement channel ensures structural stability and 
locking hardware functionality under extreme pressure conditions

n	� Full height, epoxy-filled mechanical interlock edges provide structural  
support and stability the full height of the door edges

n	� �Patented universal hinge preparations allow for easy field conversion from 
standard-weight hinges to heavy-weight hinges

n	� 14-gauge top and bottom channels provide stability and protection from abuse  
for the top and bottom edges

n	� �Beveled hinge and lock edges allow for tighter tolerances, ensure 
easier operation, and eliminate binding and sticking

n	� Recessed Dezigner glass trim provides a clean, neat and flush finish with 
the door surface*

n	� Factory-applied baked-on rust inhibiting primer in accordance with 
ANSI A250.10

*Not available on Paladin

Note: always reference local codes  
for specific jurisdiction requirements.
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Acoustical doors
Acoustical doors
Now you can get special application doors from the same source as your standard steel doors with  
the same lead time. Steelcraft sound control doors and frames are an ideal solution for applications 
ranging from sound studios to school band rooms, hospitals, office complexes and museums. These 
special-use doors deliver quality you can count on.

Note: STC ratings vary by door series and core type, please see the Specialty Section of our Technical Data Manual  
	 for a complete listing.

Steelcraft high definition doors -  
sophisticated style, core strength
Exterior finish fits any decor
From executive office settings to multi-family housing units to university conference facilities, the 
Steelcraft commercial embossed high definition two panel doors enhance any environment. Crafted 
detailing gives these doors a face of beauty and elegant style that’s sure to upgrade the appearance of 
your setting. Available in standard paint or GRAINTECH finishes, these doors feature two inset panels 
with deep shadow detail and your choice of straight cut or arched top design.

Interior designed for durability
Steelcraft construction combines the strength and dimensional stability of steel with the structural 
integrity of our laminate core. Our process of continuous bonding seals the core to steel face sheets for 
a flat door finish, free of face welding marks. Lab studies prove this door outperforms all others in its 
class, meeting the requirements of fire-rated doors from 20 minutes to 3 hours. 

Factory finish paint
Steelcraft’s factory finish paint offers a variety of popular standard color choices along with custom 
match options. The finish paint is applied to our quality commercial grade doors, carefully packaged 
and supplied to our customer, pre-finished. Our efficient method of application and pre-finished 
delivery saves in money and time - from a brand you know and trust.

HD2HD2A

Raisin 
P7630

Luxurious red 
P6314

Black bean 
P6006

Downing stone 
P2821

Cascades 
P7623

Burgundy 
P6300

Chelsea gray 
P2850

Downing earth 
P2820

Homberg gray 
P7622

Mannered gold 
P6130

Weathered shingle 
P2841

Rookwood brown 
P2807

Poolhouse 
P7603

Blonde 
P6128

Aurora brown 
P2837

Sierra redwood 
P7598

Spalding gray 
P6074

Downing sand 
P2822

Our 16 standard color options:
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Stainless steel doors and frames
LS Series doors and FS Series frames
Steelcraft stainless steel LS series doors and FS Series frames utilize all stainless steel construction 
including reinforcement components and anchors. Available in either 304 or 316 alloy for maximum 
durability and corrosion protection. Designed and built to withstand the harshest environments.

In addition to standard flush and panel doors, custom doors are available in a wide range of polished, 
embossed and etched finishes. The nearly unlimited choice of design options can provide you the 
performance and creative look to meet your special project needs.

Doors are seamless with interlocking edge; core options include polystyrene, honeycomb or  
polyurethane. Stainless steel stiffeners are epoxy-glued to eliminate surface imperfections  
associated with welding.

Available ratings:
- Three hour Class A fire-rated

- STC 51 sound rated

- Hurricane approved

Blast-resistant ratings standard  
doors, specialty performance
Superior protection in an uncertain world
From military installations and government facilities to hospitals and office buildings, some locations 
demand an extra layer of safety. Steelcraft meets that demand with proven blast-resistance glazing 
on its most popular honeycomb and steel-stiffened core models. Tested (ASTM F1642) under the 
most stringent United States Department of Defense guidelines, Steelcraft doors offer your building 
occupants an increased level of personal security.

Setting the industry standard  
Traditionally, construction managers have been forced to rely on specialty manufacturers for doors 
built to withstand blast impact. Among Steel Door Institute (SDI) members, Steelcraft has invested  
in the testing and meets the top blast-resistant rating of No Hazard. With a peak blast pressure rating 
of up to 10.3 psi and a positive phase duration of up to 26 milliseconds, you won’t find a better way to 
build in protection.

With or without  
glass inserts, 
Steelcraft doors 
provide a superior 
level of blast 
protection against 
terrorist attacks.

G-Lite*
23-7/16” x 35-3/4”
Cutout Size

N-Lite**
5-1/4” x 26-1/4”
Cutout Size

  *  Anemostat SG-10 High Security Vision Frame
**  Steelcraft N-Lite Dezinger Trim

Schlage 
L9400 
Mortise 
Lock

Von Duprin 
XP98/99(F) 
Rim Exit 

Von Duprin 
WS9927(F) 
Surface 
Vertical 
Rod Exit 

G-Lite*
23-7/16” x 35-3/4”
cutout size

N-Lite**
5-1/4” x 26-1/4”
cutout size

  *  Anemostat SG-10 high security vision frame
**  Steelcraft n-lite Dezigner trim

Schlage 
L9400 
mortise 
lock

Von Duprin 
XP98/99(F) 
rim exit 

Von Duprin 
WS9927(F) 
surface 
vertical 
rod exit 

7'0"

3'0"

Single 
outswing 
door

G-Lite*
23-7/16” x 35-3/4”
cutout size

N-Lite**
5-1/4” x 26-1/4”
cutout size

  *  Anemostat SG-10 high security vision frame
**  Steelcraft n-lite Dezigner trim

Schlage 
L9400 
mortise 
lock

Von Duprin 
XP98/99(F) 
rim exit 

Von Duprin 
WS9927(F) 
surface 
vertical 
rod exit 
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Fire-rated frames

Frame type Frame size

Three sided frames
Max.
overall size Max. door size Max. rating Jamb depths

Max. 
panel size

Max. 
glass area

F16, FN16 
F14, FN14, 
F12

4'0" x 10'0" single 
(1219mm x 3048mm) 
8'0" x 10'0" pair 
(2438mm x 
3048mm)

3 hour Min. 3" (75mm)
Max. 14" (350mm) 
Max. 20" (F16 and F14 
masonry)

Three sided frames
DW16, K16 
DW14, K14

4'0" x 8'10" single 
(1219mm x 2692mm) 
8'0" x 8'10" pair 
(2438mm x 3048mm

1 1⁄2 hour Min. 3 1⁄2"  
(121mm)
Max. 14"

Three sided frames
F14 4'0" x 8'0" single 

8'0" x 8'0" pair
3 hour Min. 5 3⁄4" (146mm) 

Max. 10 3⁄4" (273mm)

Transom frames with panel, without bar
4'4" single 
(1319mm x 3505mm) 
8'4" pair 
(2538mm x 3505mm) 
11'4" OA height

4'0" x 8'0" single 
(1219mm x 2438mm) 
8'0" x 8'0" pair 
(2438mm x 2438mm)

3 hour - masonry 
1 1⁄2 hour - stud 
(10'2" OA height)

Min. 3"  
(121mm) 
Max. 14"
(324mm)

8'0" x 4'0" 
(2438mm x 1219mm)

Transom frames  
with bar

F16, F14 
MU16, MU14 
FN16, FN14

4'4" x 12'2" single 
(1319mm x 3531mm) 
8'4" x 12'2" pair 
(2538mm x 3531mm) 
without mullion 
8'6" x 12'2" 
(2590mm x 3531mm) 
with mullion

4'0" x 10'0" single 
(1219mm x 3048mm) 
8'0" x 10'0" pair 
(2438mm x 
3048mm)

1 1⁄2 hour Min. 3"  
(121mm) 
Max. 14" 
(324mm)

8'0" x 3'2" 
(2438mm x 965mm)

Per glass  
mfgr.

Borrowed lite frames
F16, F14 
MU16, MU14 
FN16, FN14

13'2" x 12'2"  
(4013mm x 3531mm) 
stud wall

1 1⁄2 hour Min. 3"  
(121mm) 
Max. 14" 
(324mm)

Per glass  
mfgr.

13'6" x 12'2" masonry

Borrowed lite frames
DW16, 
DW14

8'4" x 7'2"  single 
(2540mm x 2184mm) 
4'4" x 9'0" 
(with Loriz rem 
mullion)

1 hour Min. 3  1⁄2"  
(121mm) 
Max. 14" 
(324mm)

Per glass  
mfgr.

Transom/sidelite frames
F16, F14 
MU16, MU14 
FN16, FN14

13'2" x 12'2"  
(4013mm x 3531mm) 
stud wall

4'0" x 10'0" single 
(1219mm x 3048mm) 
8'0" x 10'0" pair 
(2438mm x 
3048mm)

1 1⁄2 hour Min. 3"  
(121mm) 
Max. 14" 
(324mm)

Transom or side 
panel 8'0" x 3'2" 
2438mm x 965mm)

Per glass  
mfgr.

13'6" x 12'2" masonry

Interior dividing members may have a minimum 1"(25mm) face. Maximum size frame available will vary with wall construction. See Steelcraft spec sheets for exact sizes.  
Approved glazing required in all fire-rated products.
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Fire-rated doors

Maximum glass area for labeled doors
Label A B C D* E*

Rating 3 hour 1 1/2 hour 3/4 hour 1 1/2 hour 3/4 hour 20 minutes

Max. glass area 100 sq. in1 
(0.6 sq. m)

1850 sq. in2   mfgr. 
(1.19 sq. m) list

2700 sq. in none 2700 sq. in 
(1.74 sq. m)

as tested 

*Exterior rated openings    1Firelite glass    2[1296 sq. in. (84 sq. M)] with Firelite glass.

Single doors label rating
Doors Max. size 3 hour 1 1/2 hour 3/4 hour 1 1/2 hour 3/4 hour 20 minute
L20 3'0" x 7'2" 

(914mm x 2184mm)
A B C D E 3

L20 3'0" x 8'0" 
(914mm x 2438mm)

B C D E 3

L18, L16 4'0" x 10'0" 
(1219mm x 3048mm)

B C D E 3

L14 4'0" x 10'0" 
(1219mm x 3048mm)

A B C D E 3

B18, B16 4'0" x 10'0" 
(1219mm x 3048mm)

A B C D E 3

B14 4'0" x 8'0"/10'0" 
(1219mm x 2438mm)

A - 8'0" 
4'0" x 8'0"

B - 10'0" C - 10'0" D - 10'0" E - 10'0" 3- 10'0"

A14 4'0" x 8'0" 
(1219mm x 2438mm)

B - (FG2, FG3) C - (FG, FG2, FG3) E - (FG2, FG3) 3 - (FG, FG2, 
FG3)

T20, T18 
T16, T14

4'0" x 9'0" 
(1219mm x 2743mm)

A - 250° temp. rise B - 250° or 450°  
temp. rise

CE20, CE16 3'0" x 8'0" 
(914mm x 2438mm)

A - (3'0" x 7'0" 
CE20)

B C D E 3

CE18 3'8" x 8'0" 
(1118mm x 2438mm)

A B C D E 3

PW14 4'0" x 8'0" single 
8'0" x 8'0" pair

A B C 3

H16/H14 4'0" x 8'0" single 
8'0" x 8'0" pair

A B C 3

TH16/TH14 4'0" x 8'0" single 
8'0" x 8'0" pair

A B - (100 sq in max.)

HD16, HD18 3'8" x 7'0" single 
3'0" x 8'0" single

A B C D E 3

HD16, HD18 7'4" x 7'0" pair 
6'0" x 8'0" pair

A B C D E 3

Pair of doors label rating
Doors Max. size 3 hour 1 1/2 hour 3/4 hour 1 1/2 hour 3/4 hour 20 minutes
L20 6'0" x 7'2" 

(1892mm x 2184mm)
B C D E 3

L18, L16 8'0" x 8'0" 
(2438mm x 2438mm)

A B C D E 3

L14 8'0" x 10'0" 
(2438mm x 3048mm)

A - 8'0" B - 9'0" C - 9'0" D - 9'0" E - 9'0" 3 - 9'0"

B18, B16 8'0" x 10'0" 
(2438mm x 3048mm)

A B C D E 3

B14 8'0" x 8'0"/10'0" 
(2438mm x 2438mm)

A - 8'0" B - 10'0" C - 10'0" D - 10'0" E - 10'0" 3 - 10'0"

A14 8'0" x 8'0" 
(2438mm x 2438mm)

B - (FG2, FG3) C - (FG2, FG3) E - (FG2, FG3) 3 - (FG, FG2, 
FG3)

T20, T18 
T16, T14

8'0" x 9'0" 
(2438mm x 2438mm)

A - 250° temp. rise B - 250° or 450°  
temp. rise  
(FG2, FG3)

CE20 6'0" x 7'0" 
(1892mm x 2134mm)

B C D E 3

CE18 7'4" x 8'0" 
(2235mm x 2438mm)

A B C D E 3

CE16 6'0" x 8'0" 
(1892mm x 2438mm)

A B C D E 3

L, B, T, H Series label doors are available with the seams filled or welded. Doors over 8'0" (2438mm) high require two pair of heavy-weight hinges.  
Note: Consult the factory or an authorized Steelcraft distributor for specific fire-rated applications.
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Allegion (NYSE: ALLE) is a global pioneer in safety and security, with leading 

brands like CISA®,   Interflex®,   LCN®,   Schlage®,   SimonsVoss® and Von Duprin®. 

Focusing on security around the door and adjacent areas, Allegion produces 

a range of solutions for homes, businesses, schools and other institutions. 

Allegion is a $2 billion company, with products sold in almost 130 countries.

For more, visit www.allegion.com
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